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M Od u I d r TO n kS designs and manufactures tanks with great strength and capacity.

Our depth of experience means that we can give you the best advice on tank and pump combinations to
maximize the capture, collection and pumping of your most precious resource-water. Our commitment to
customer service is second to none. We are fast and efficient.

Drinking water

The superior quality of liner gives you complete-peace-of mind as it secures your precious water better
than any other liner can. It's very strong and flexible, with a 250% stretch factor.

Our Product Range

Completed Projects

30,000 Liters to 60,000,00 Liters+ 3.2 Million Ltrs. 4 Million Ltrs.

All tanks are Engineer Certified to Terrain Category 2 Region D (Cyclonic) West Bengal - INDIA UAE Maldives

Warranty provided that cover Parts & Labour.
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255 KL - 3 Nos. -100 KL -1 Nos.
Andhra Pradesh - INDIA

7 Million Ltrs.
Haryana - INDIA

1 Million Ltrs. - 3 Nos.
Karnataka - INDIA

76 KL - 7 Nos.
Maharashtra - INDIA

1256 KL - 2 Nos. -1028 KL - 1 Nos.
Gujarat - INDIA

Zambia
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AQUADOME CAPACITIES IN LITERS

Tank Height in Metres 2.02 2.32 3.18 3.46 4.32 4.60 5.46 5.74 6.60 6.88 7.74 8.02 8.88 9.16 10.02 10.30 11.16
Model Diameter
AD 10 2.63 10,973 12,603 17,275 18,796 23,468 24,989 29,661 31,182 35,854 37.375 42,047 43,568 48,240 49,761 54,433 55,954 60,626
AD 25 3.50 19,434 22,321 30,595 33,289 41,563 44,257 52,531 55,225 63,499 66,193 74,467 77,161 85,435 88,129 96,403 99,097 107,371
AD 40 4.38 30,436 34,956 47,914 52,133 65,091 69.310 82,267 86,486 99,444 103,663 116,621 120,840 133,798 138,017 150,975 155,194 168,152
AD 65 5.25 43,728 50,222 68,839 74,900 93,517 99,578 118,195 124,256 142,873 148,935 167,551 173,613 192,230 198,291 216,908 222,969 241,586
AD 100 6.13 59,615 68,469 93,850 102,114 127,495 135,759 161,140 169,403 194,784 203,048 228,429 236,692 262,073 270,337 295,718 303,982 329,393
AD 120 7.00 77,738 89,284 122,380 133,156 166,253 177,028 210,125 220,901 253,997 264,773 297.870 308,645 341,742 352,518 385,614 396,390 429,487
AD 175 7.88 98,513 113,143 155,084 168,740 210,681 224,336 266,277 279,933 321,874 335,529 377,470 391,125 433,067 446,722 488,663 502,318 544,260
AD 200 8.75 121,466 139,506 191,219 208,056 259,770 276,607 328,320 345,157 396,871 413,708 465,422 482,259 533,972 550,809 602,523 619,360 671,073
AD 250 9.63 147,127 168,978 231,616 252,010 314,648 335,042 397,681 418,075 480,713 501,107 563,745 584,139 646,778 667,172 729,810 750,204 812,842
AD 300 10.50 174,912 200,889 275,356 299,601 374,069 398,314 472,782 497,027 571,494 595,740 670,207 694,452 768,920 793,165 867,633 891,878 966,346
AD 350 11.38 205,459 235,973 323,445 351,925 439,398 467,877 555,350 583,829 671,302 699,782 787,254 815,734 903,207 931,686 1,019,159 1,047,638 1,135,111
AD 400 12.25 238,074 273,432 374,791 407,791 509,150 542,150 643,509 676,509 777.868 810,848 912,227 945,227 1,046,586 1,079,586 1,180,945 1,213,945 1,315,304
AD 450 13.13 273,508 314,128 430,572 468,484 584,928 622,840 739,285 777.197 893.641 931,553 1,047,997 1,085,909 1,202,353 1,240,265 1,356,710 1,394,622 1,511,066
AD 500 14.00 310,954 357,136 489,522 532,625 665,012 708,114 840,501 883,604 1,015,991 1,059,093 1,191,480 1,234,583 1,366,969 1,410,072 1,542,459 1,585,561 1,717,948
AD 550 14.88 351,274 403,444 552,997 601,688 751,241 799,932 949,485 998,177 1,147,729 1,196,421 1,345,974 1,394,665 1,544,218 1,592,909 1,742,462 1,791,154 1,940,706
AD 600 15.75 393,552 452,000 619,552 674,104 841,656 896,208 1,063,759 1,118,311 1,285,863 1,340,415 1,507,967 1,562,519 1,730,071 1,784,622 1,952,174 2,006,726 2,174,278
AD 650 16.63 438,758 503,920 690,719 751,537 938,335 999,153 1,185,951 1,246,769 1,433,568 1,494,386 1,681,184 1,742,002 1,928,800 1,989,618 2,176,416 2,237,234 2,424,033
AD 700 17.50 485,866 558,025 764,879 832,227 1,039,081 1,106,429 1,313,283 1,380,631 1,587,486 1,654,833 1,861,688 1,929,036 2,135,890 2,203,238 2,410,092 2,477,440 2,684,294
AD 750 18.38 535,959 615,557 843,738 918,030 1,146,211 1,220,502 1,448,683 1,522,975 1,751,155 1,825,447 2,053,628 2,127,919 2,356,100 2,430,392 2,658,573 2,732,864 2,961,045
AD 800 19.26 588,509 675,912 926,466 1,008,041 1,258,595 1,340,171 1,590,724 1,672,300 1,922,854 2,004,429 2,254,983 2,336,559 2,587,113 2,668,688 2,919,242 3,000,818 3,251,371
AD 850 20.13 642,878 738,355 1,012,056 1,101,167 1,374,868 1,463,980 1,737,681 1,826,792 2,100,493 2,189,605 2,463,306 2,552,418 2,826,118 2,915,230 3,188,931 3,278,043 3,551,743
AD 900 21.01 700,314 804,322 1,102,475 1,199,549 1,497,703 1,594,776 1,892,930 1,990,003 2,288,157 2,385,230 2,683,384 2,780,458 3,078,611 3,175,685 3,473,839 3,570,912 3,869,066
AD 950 21.88 759,714 872,313 1,195,670 1,300,950 1,624,307 1,729,586 2,052,944 2,158,223 2,481,580 2,586,860 2,910,217 3,015,496 3,338,854 3,444,133 3,767,491 3,872,770 4,196,127
AD 1000 22.76 821,837 943,892 1,293,783 1,407,701 1,757,592 1,871,510 2,221,401 2,335,319 2,685,210 2,799,128 3,149,019 3,262,937 3,612,828 3,126,746 4,076,637 4,190,555 4,540,446
AD 1050 23.63 885,867 1,017,431 1,394,583 1,517,376 1,894,528 2,017,321 2,394,473 2,517,266 2,894,418 3,017,211 3,394,363 3,517,156 3,894,307 4,017,101 4,394,252 4,517,046 4,894,197
AD 1100 24.51 953,076 1,094,622 1,500,388 1,632,497 2,038,263 2,170,372 2,576,138 2,708,247 3,114,013 3,246,122 3,651,888 3,783,997 4,189,763 4,321,872 4,727,638 4,859,747 5,265,513
AD 1150 25.38 1,021,937 1,173,710 1,608,793 1,750,448 2,185,530 2,327,185 2,762,267 2,903,922 3,339,004 3,480,659 3,915,742 4,057,396 4,492,479 4,634,134 5,069,216 5,210,871 5,645,953
AD 1200 26.26 1,094,033 1,256,513 1,722,290 1,873,938 2,339,715 2,491,363 2,957,140 3,108,788 3,574,565 3,726,213 4,191,990 4,343,638 4,809,415 4,961,063 5,426,840 5,578,488 6,044,265




Basement Tanks

25 KL & 50 KL -17 Nos.
Karnataka - INDIA

50 KL-1Nos.
Gujarat - INDIA

75 KL - 4 Nos.
Kerala - INDIA

Tower Tanks Insulated Tanks

24 KL -1Nos.
Pondicherry - INDIA

10 KL x2 Nos
Tamilnadu - INDIA

S0KL x 1Nos.
Kargil - INDIA

Railing & Staircase

Caged Step Ladder

Quality Products

Roof Trusses
* Fully welded

+ Hot dipped galvanised

« Tanks bolted together with

electrogalvanised high tensile nuts & bolts

Lines of structural weakness and potential
failure in traditional fank construction

Greatly increased strength from the brick-bond
pattern of steel sheets in

Modular Tanks

Strength & Durability

* Panel Walls uniquely staggered to

maximise & provide superior strength

* Panel profile enhances strength and

durability of the tank.

Materials Used

* Imm BMT Steel or Colorbond Steel or Sheets.

» Tank walls are 40% thicker than many other tanks

on the markets..

Concrete Tanks Conventional Steel Panel Modular tanks
Price Most Expensive Expensive Economical
Erection time Extremely long to build -considering long time Extremely fast, a Slac liter

the excavation, shuttering, pouring
and curing time

tank can be built 1in 4
working days

Leakages Plenty of cracks appear over time. Highly susceptible to leakages Least prone to leakages.
as there is no liner Can only develop a leak if the
liner is damaged

Corrosion YES YES NO
Quality of water POOR. Growth of algae, fungus and POOR. Rusting of panels a big deferrent. NO growth of fungus or

bacteria in the pores of the Growth of algae and fungus algae.

concrete surface
Design life Under 50 years Under 25 years Over 50 years
Storage Limited Limited Unlimited
Maintenance Cost Mandatory routine maintenance Mandatory routine maintenance Only Cleaning by soft brush
Cleaning Frequently Very Rare
Warranty | e 5 year




Fittings Liners

Client’s have unlimited choice Complex Piping Network...
of Fittings and Accessories NO PROBLEM

* Nozzles of all sizes
* All Flange types
e Ladders

* Platforms

* Specialised Instrument fittings

Standard Fittings on each tank
+ 90 mm (nb) overflow with pipe

« Vermin proof turbo vent with screen

*« 50 mm drain with valve

We provide adiverse array of engineered plastic materials tailored to meet your tank requirements, offering a variety

of materials of construction (MOC) and options. All our liners are certified to adhere to the AS4020 drinking water

standard, and we can also furnish NSF approval upon request.

Our liners are precisely engineered to bear a self-weight exceeding 10 meters in height, with the capability to stretch
up to 250% before exhibiting any signs of tearing. Notably, these liners have demonstrated resistance to shrinkage
over time. Thanks to the UV stabilization of our engineered plastic liners, they can be utilized in tanks without roofs,

ensuring longevity without fear of disintegration.

Moreover, our specially engineered plastic liners are certified to endure damage from acids, alkaline substances, and
corrosive materials, guaranteeing the durability and reliability of our products for large water storage. Unlike tradi-
tional liners in the market, which undergo a coating process, our engineered liners are manufactured using a calen-
daring process. This method allows us to thoroughly inspect and minimize pin holes, enhancing the overall quality of

ourliners.

Compared to commonly used regular HDPE/MDPE liners, our engineered plastic liners can withstand both higher and

lower temperatures. In our portfolio, Modular Tanks provides a range of liner thickness options, enabling us to select
H H the most suitable liner for a tank based on its intended application. As our liner is a special-grade engineered plastic,
Whirlybird 50 mm Ball Valve PP pecial-grade engineered p
it boasts double the strength for an equivalent thickness compared to traditional HDPE/MDPE liners.
* Vermin proof - R * UV stable polypropylene

An additional advantage is that our liners can be repaired or welded within the tank itself, eliminating the need for

-Removes most of the - Full flow-not restricted

special equipment, whether in wet or dry conditions. It is crucial to note that we do not recommend using tarpaulin as

condensation-preventing -Long Life

corrosion to the roof atankliner, as it lacks food-grade quality and is typically designed for applications such as banners and truck covers.

+Hard wearing and
- Keeps the water fresher durable

and cooler.
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